PRODUCT DESCRIPTION
LOCTITE® Benchtop Air Filtration System 98277 and 98278 offers flexible operation, is contained in a small space and matches the air flow of larger systems. This benchtop system features quiet operation and a bi-colored LED light to indicate blocked filters. The unit operated as a plenum or can easily be converted into an arm system. The arms can be positioned to be unobtrusive to the operator yet provide effective fume capture.

PRODUCT FEATURES
- High airflow rates
- Runs very quietly
- Bi-colored light to indicate blocked filter
- Efficient Arm or Plenum applications provide flexibility
- Small, space-saving footprint
- UL, CSA, CE

Technical Data
- Fan capacity: 50 cfm
- Max. static pressure (suction force): 5” inches of water
- Power supply: 90-264 V, 50-60 Hz
- Motor rating: 0.11 HP/85 Watt
- Power consumption: N/A
- Noise level: 55 dBa
- Dimensions (W/D/H): 12” x 9” x 11.5”
- Weight: 20 lbs

Parts Supplied
- Air Filtration System with arm: P/N 98277
- Air Filtration System (no arm): P/N 98278
- Prefilter, Pleated Prefilter, 60% eff.
- Main Filter, Deep Bed Activated Carbon
- Operation Manual
- Power Cable
- Options:
  - Exhaust Arm: P/N 987366
  - Arm Adapter: P/N 987365
  - Arm Nozzle, 40 mm: P/N 987367
  - HEPA/Gas Filter: P/N 987364
- Recommended Spare Parts:
  - Filter, Prefilter (set of 5): P/N 987200
  - Filter, Deep Bed Carbon Filter: P/N 987201
Product Description Sheet
BENCHTOP AIR
FILTRATION SYSTEM
Part # 98277, 98278
North American Equipment - April 17, 2003

The data contained herein are furnished for information only and are believed to be reliable. We cannot assume responsibility for the results obtained by others over whose methods we have no control. It is the user's responsibility to determine suitability for the user's purpose of any production methods mentioned herein and to adopt such precautions as may be advisable for the protection of property and of persons against any hazards that may be involved in the handling and use thereof. In light of the foregoing, LOCTITE CORPORATION SPECIFICALLY DISCLAIMS ALL WARRANTIES EXPRESSED OR IMPLIED, INCLUDING WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, ARISING FROM SALE OR USE OF LOCTITE CORPORATION'S PRODUCTS. LOCTITE CORPORATION SPECIFICALLY DISCLAIMS ANY LIABILITY FOR CONSEQUENTIAL OR INCIDENTAL DAMAGES OF ANY KIND, INCLUDING LOST PROFITS. The discussion herein of various processes or compositions is not to be interpreted as representation that they are free from domination of patents owned by others or as a license under any Loctite Corporation patents that may cover such processes or compositions. We recommend that each prospective user test his proposed application before repetitive use, using this data as a guide. This product may be covered by one or more United States or foreign patents or patent applications.

NOT FOR PRODUCT SPECIFICATIONS - PLEASE CONTACT LOCTITE CORPORATION FOR ASSISTANCE: 1-800-LOCTITE (1-800-562-8483)

Loctite is a trademark of Loctite Corp. U.S.A.